Optical Control Panel

Sharp Vision Optic Control Panels are suitable for holding fusion splicing,
patch cords, pig tails and splitters. They have routing guide, splice trays and
protection sleeves to avoid their exposure to dust & moisture.

Features:

@ Very useful for maintenance

@ Contains Two Splice Trays for I/P
& O/P Fiber branching

@ Dust Proof

@ Provision for holding 12 SC/APC Adaptors

@ Can place Couplers, Patch Cords, Adaptors etc for branching out to many fibers

@ Accessories Provided: Protection Sleeve, Ethenol Solution, Numbering Sleeves,
Buds & Tissue

Joint Enclosure

Sharp Vision Optic Joint Enclosures are suitable for holding fusion splicing,
patch cords, pig tails and splitters. They have routing guide, splice tray and
protection sleeves to avoid their exposure to dust & moisture.

Bamboo Termination Boxes are Rust, Termite & Rodent Resistant

Features:

@ Wall Mountable

@ Splicing Tray

@ ABS Housing

@ Protection Sleeves

@ 2 Inlet/ 3 Inlet

@ Suitable for holding fusion splicing, patch cords & Splitters

@ Accessories Provided: Protection Sleeve, Ethenol Solution, Numbering Sleeves,
Buds & Tissue
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Installation Guidance for Optical
Transmitter & Optical Control Panel
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